
 Bescheinigung 
 Dem Hersteller wird aufgrund eines Prüfberichts zur Bauteilprüfung folgendes 

Bauteilkennzeichen zuerkannt: 

Kategorie Bauteilkennzeichen: Sicherheitsventil 

Technische Überwachungs-
organisation und Prüfbericht: 

TÜV Nord Systems GmbH & Co. KG von 1993-09-30 und 12. Nachtrag  
von 2023-07-20 

Hersteller/Inverkehrbringer: 
 

Niezgodka GmbH 
Bargkoppelweg 73 
22145 Hamburg 
DEUTSCHLAND 

Bauteilkennzeichen: TÜV . SV . 23 - 935 . d0 . F/K/S . Kdr . p 

Bauart: direkt wirkendes Sicherheitsventil, federbelastet 

Typ: Typ 69.2 

Die Zuerkennung erfolgt in 
Anwendung von: 

− TÜV-Verband-Merkblatt Sicherheitsventil 100, Ausgabe 2022-12-14, 
in Verbindung mit TÜV-Merkblatt Allgemeines 002, 
Ausgabe 2022-09-20 

− wesentliche Sicherheitsanforderungen der Richtlinie 2014/68/EU vom 
15.05.2014 (Druckgeräterichtlinie) 

− AD 2000-Merkblatt A 2, Ausgabe 2015-04, korrigierte Fassung 2020-01 
− DIN EN ISO 4126-1:2016-12 

Gültig bis: 2028-09-30 

Die Zuerkennung kann widerrufen werden. Die bisherige Bescheinigung wird 
hierdurch ersetzt. 

Hinweis: Der Hersteller oder Importeur ist verpflichtet, den zuständigen Sachverständigen zu 
beauftragen, Bauteile aus der laufenden Fertigung auf Übereinstimmung mit dem Baumuster einmal 
jährlich stichprobenweise zu überprüfen. 
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 Certificate 
 The manufacturer is awarded the following type test approval mark in virtue of 

a component test report: 

Category type test approval 
mark: 

safety valve 

Technical inspection and 
surveillance organisation and 
test report: 

TÜV Nord Systems GmbH & Co. KG dated 1993-09-30 and 12th supplement 
dated 2023-07-20 

Manufacturer/Distributor: 
 

Niezgodka GmbH 
Bargkoppelweg 73 
22145 Hamburg 
GERMANY 

Type test approval mark: TÜV . SV . 23 - 935 . d0 . F/K/S . Kdr . p 

Design: direct acting safety valve, spring loaded 

Type: Type 69.2 

The adjudication is made 
pursuant to: 

− TÜV-Verband-Merkblatt Sicherheitsventil 100, edition 2022-12-14,  
in conjunction with TÜV-Verband Technical Leaflet General 002,  
edition 2022-09-20 

− essential safety requirements laid down in Directive 2014/68/EU  
of 15 May 2014 (Pressure Equipment Directive) 

− AD 2000-Merkblatt A 2, edition 2015-04, Corr. 2020-01 
− DIN EN ISO 4126-1:2016-12 

Valid until: 2028-09-30 

The award may be revoked. The previous certificate is replaced herewith. 

Note: The manufacturer or importer must task the authorised inspector with conducting a yearly random 
check of components from the production line to establish their conformity with the approved type. 
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